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TECHNICAL DATA SHEET 

V-BELT SPRAY 
 
 
EAN code: 5907588402866 item no.: 001041 cap. 400ml 
 
 

 
 

   COLOUR 

colourless 

 
 

 
 

   PHYSICAL PROPERTIES 
 

Physical state:                 
Temperature of use:                                   

 

aerosol 
+10°C – +35°C  

 
 

 

   PROPERTIES 

V-belt spray is an agent that increases the adhesion and tension of V-belts in drive engines. It deeply 
penetrates the material extending the life of the belt while protecting the belt from dirt and the effects of salt 
and moisture. Used for all types of flat, round and V-belts. 

   APPLICATION 

 

Mix thoroughly 

 

Apply to the inside surface of the belt. Allow the belt to rotate for several minutes. If necessary, 
repeat the action. 

 

   STORAGE 

 

 

 

Protect the product from excessive low and high temperatures. Avoid direct exposure to sunlight. Store in dry 
places. 
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   SHELF LIFE 

Two years from the production date placed on the package. 

   SAFETY 

See Safety Data Sheet. 

   OTHER INFORMATION 

All technical data are approximate values. We advise you to test the material to ensure its suitability for a 
specific application. The producer reserves the right to improve the product and change the technical 
conditions with the possibility of making changes inside the specifications. 


