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TECHNICAL DATA SHEET 

SELF-ADHESIVE ANTI-DRUMMING PANEL 
WITH ALUMINIUM „HONEYCOMB”  
 
 

EAN code: 5907588405515 item no.: 006222 dim. 50cm x 50cm 
 
 

 
 

   colour 

silver 

 
 

   PHYSICAL PROPERTIES 

 
Density at 20°C: 
Weight: 
Weight tolerance:  
Temperature of use:  
Storage temperature: 
Short term temperature resistance: 
Burning rate (DIN 75200): 
Flammability (by FM VSS-302): 

 
1,7 – 1,9 g/cm3 
approx 4 kg/m2 
+/- 10% 
-20°C / +120°C 
+10°C / +35°C 
120°C 
s=0 
class SE 

 
 

 
 

 

   PROPERTIES 

Flexible self-adhesive soundproofing panel made from a blend of bitumen, elastomers, and fillers, covered 
with a layer of aluminum with an original honeycomb pattern. Suitable for use in areas exposed to high 
temperatures. 

   STORAGE 

 

 

 

Protect the product from excessive low and high temperatures. Avoid direct exposure to sunlight. Store in dry 
places. 

   OTHER INFORMATION 

All technical data are approximate values. We advise you to test the material to ensure its suitability for a 
specific application. The producer reserves the right to improve the product and change the technical 
conditions with the possibility of making changes inside the specifications. 


