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TECHNICAL DATA SHEET 

NITRILE GLOVES 
DIAMOND EXTRA STRONG 
 
 
EAN code: 5907588411134 item no.: 003555  size M 
EAN code: 5907588411141 item no.: 003556  size L 
EAN code: 5907588411158 item no.: 003557  size XL 
 
 

 

 
 
 

   PROPERTIES 

BOLL professional powder-free nitrile gloves provide the highest quality and maximum protection against 
chemical and mechanical agents. Package of 50 pieces.  

 

 diamond structure on both sides of the gloves provides reliable grip even on wet or greasy surfaces 

 increased comfort of use: they fit the hand perfectly 

 increased thickness provides superior tear resistance 

 made of 100% nitrile, with high resistance to solvents 

 latex and silicone free 

 color: black 

 prolonged cuffs for putting on a spray suit 

 CE declaration of conformity 

 protection category: 3 

   CONFORMITY WITH STANDARDS 

    
 

EN ISO 374-2:2019 
Gloves protecting against hazardous chemicals 
and microorganisms - Determination of 
resistance to penetration 

 

EN ISO 374-5:2016 
Terminology and operational requirements 
for microbial hazards   

 

EN ISO 16523-1:2015+A1:2018 
Penetration of liquid chemicals under 
continuous contact conditions  

 

EN ISO 374-4:2019 
Determination of resistance to degradation by 
chemicals  

 

EN ISO 374-1: 2016+A1: 2018 Typ C 
Protection against chemical risks 
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   COLOUR 

black 

 
 

 
 

 
 

 
 
 
 
 

   STORAGE 

 

 

 

Protect the product from excessive low and high temperatures. Avoid direct exposure to sunlight. Store in dry 
places. 

   SHELF LIFE 

Two years from production date. 

   OTHER INFORMATION 

All technical data are approximate values. We advise you to test the material to ensure its suitability for a 
specific application. The producer reserves the right to improve the product and change the technical 
conditions with the possibility of making changes inside the specifications. 


